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1. ALL TOPSOIL, ORGANIC AND SATURATED MATERIAL SHALL BE REMOVED BELOW CULVERT AND 
ENTRANCE. 

2. LOW POINT REQUIRED OVER CULVERT FOR DRAINAGE AND SNOW PLOWING. 
3. CULVERT END PROTECTION/HEADWALL SHALL NOT EXTEND ABOVE ENTRANCE ELEVATION. 
4. CULVERT GRADES SHALL ACCOMMODATE UPSTREAM AND DOWNSTREAM DRAINAGE FACILITIES. 
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CULVERT SPECIFICATIONS 
SIZE: MINIMUM 500mm, OR AS REQUIRED BY STORM 

CALCULATIONS 
MATERIAL: HOPE - OPEN PROFILE (BOSS 2000) 320 kPa 

CSP - 2.0mm MIN. WALL THICKNESS (14 GAUGE) 
2610 GALVANIZED (610g/m2 ) 

TOWN OF THE BLUE MOUNTAINS 
RURAL ENTRANCE PROFILE 

GUIDELINES 
DWN:TATHAM DATE: NOV 2019 SCALE: N.T.S. DWG: RURAL ENT 
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1. ALL TOPSOIL, ORGANIC AND SATURATED MATERIAL SHALL BE REMOVED BELOW ENTRANCE. 
2. GRANULAR MATERIAL TO BE COMPACTED TO 100% OF MATERIAL'S SPMDD. 

3. ENTRANCE MUST BE PAVED IN RIGHT OF WAY (R.O.W.) 
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TOWN OF THE BLUE MOUNTAINS 
URBAN SINGLE FAMILY ENTRANCE 

PROFILE GUIDELINES 
4. BOULEVARD FINISH IS 200mm TOPSOIL AND SOD. DWN:TATHAM DATE: NOV 2019 SCALE: N.T.S. DWG: URBAN ENT 
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BOULEVARD WITHOUT SIDEWALK 

NOTE: 
1. ALL TOPSOIL, ORGANIC AND SATURATED MATERIAL SHALL BE REMOVED BELOW ENTRANCE. 
2. GRANULAR MATERIAL TO BE COMPACTED TO 100% OF MATERIAL'S SPMDD. 

3. ENTRANCE MUST BE PAVED IN RIGHT OF WAY (R.O.W.) 
4. BOULEVARD FINISH IS 200mm TOPSOIL AND SOD. 
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BOULEVARD WITHOUT SIDEWALK 

NOTE: 
1. ALL TOPSOIL, ORGANIC AND SATURATED MATERIAL SHALL BE REMOVED BELOW ENTRANCE. 
2. GRANULAR MATERIAL TO BE COMPACTED TO 100% OF MATERIAL'S SPMDD. 

3. ENTRANCE MUST BE PAVED IN RIGHT OF WAY (R.O.W.) 
4. BOULEVARD FINISH IS 200mm TOPSOIL AND SOD. 
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ALTERNATE CULVERT END TREATMENT 
HEADWALL CONSTRUCTED TO MANUFACTURER'S SPECIFICATIONS 

WHERE EXISTING ROAD IS PAVED 
ENTRANCE PAVEMENT 
MINIMUM STANDARD 
65mm HL3, 200mm GRANULAR A 

FLOW 

DESIGN DITCH 
BOTTOM 

0.3m MIN. ,_________________ 9.0m MAX. __________________, 
BEDDING 

TYPICAL ENTRANCE 4.0m WIDTH. 9.0m CULVERT 

NOTE: 
1. ALL TOPSOIL, ORGANIC AND SATURATED MATERIAL SHALL BE REMOVED BELOW CULVERT AND 

ENTRANCE. 
2. CULVERT END PROTECTION/HEADWALL SHALL NOT EXTEND ABOVE ENTRANCE ELEVATION. 
3. ENTRANCE GRADES SHALL DIRECT SURFACE WATER TO DITCH. 
4. ALL DISTURBED AREAS SHALL BE RESTORED WITH 150mm TOPSOIL AND SOD. 

CULVERT SPEClflCATIONS 
SIZE: MINIMUM 500mmGI OR AS REQUIRED BY STORM 

CALCULATIONS 
MATERI AL: HDPE - OPEN PROFILE (BOSS 2000) 320 kPa 

CSP - 2.0mm MIN. WALL THICKNESS (14 GAUGE) 
2610 GALVANIZED (610g/m2 ) 

TOWN OF THE BLUE MOUNTAINS 
RURAL CULVERT PROFILE 

GUIDELINES 
DWN: CCTA DATE: MAR. 2017 SCALE: N.T.S. DWG. CULVERT 


	Entrance Profile Guidelines Nov 2019
	Sheets and Views
	TOBM rural entrance detail-RURAL ENTRANCE
	TOBM rural entrance detail-URBAN ENTRANCE
	TOBM rural entrance detail-URBAN ICI ENTRANCE
	TOBM rural entrance detail-URBAN CONDO ENTRANCE


	Rural Culvert Profile Guidelines Mar 2017

