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150mm SCARIFIED SOIL

NOTES
1. ALL MATERIALS ARE SPECIFIED IN THE GENERAL PLANTING NOTES.
2. DO NOT ALLOW AIR POCKETS WHEN BACKFILLING.
3. POSITION CROWN OF ROOT BALL 50mm ABOVE FINISHED GRADE TO ALLOW FOR SETTLING.
4. DO CORRECTIVE PRUNING TO RETAIN NATURAL FORM OF TREE AS DIRECTED BY THE LANDSCAPE ARCHITECT, INCLUDING

REMOVAL OF DEAD, BROKEN, CROSSING BRANCHES. DO NOT REMOVE MORE THAN 20% OF LIVE CANOPY.
5. FOR TREES PLANTED WITHIN PLANTING OR SHRUB BEDS, DELETE SAUCER AROUND BASE OF TREE.
6. NO TREE PITS SHALL BE LEFT OPEN OVERNIGHT.
7. ALL DIMENSIONS ARE IN MILLIMETRES.

CLEAN SHARP EDGE BETWEEN
SAUCER AND ADJACENT SURFACE

75mm MULCH

75mm MULCH

PLANTING SOIL MIXTURE
FINISHED GRADE

CREATE 150mm SAUCER AROUND
TREE, 300 mm BEYOND ROOTBALL

UNDISTURBED OR COMPACTED
SUBGRADE

CUT AND REMOVE TOP 1/3 OF BURLAP,
REMOVE ALL SIDES OF WIRE BASKET
AND ALL TIES

PLANTING SOIL MIXTURE
150mm SCARIFIED SOIL

CREATE 150mm SAUCER AROUND
TREE 300mm BEYOND ROOTBALL

FINISHED GRADE

CROWN OF ROOT BALL

TRUNK GUARD INSTALLED AS PER
MANUFACTURER'S
RECOMMENDATIONS. OMIT IN
PLANTING BEDS

BURLAP TIES LOOPED IN A
LOOSE FIGURE '8' AROUND
TRUNK

DO NOT DAMAGE OR CUT LEADER

TIES TO BE 50mm BURLAP STRIPS.
WIRE OR WIRE ENCASED HOSE IS
NOT ACCEPTABLE.   TIES TO BE
REMOVED 1 YEAR  AFTER
PLANTING.

TWO HEAVY-DUTY GAUGE 'T'
BARS PER TREE, 2400mm LONG,
LOCATED AWAY FROM ALL
BRANCHES, ONE ON THE SIDE OF
PREVAILING WIND, THE OTHER ON
THE OPPOSITE SIDE.
DO NOT DRIVE STAKES THROUGH
ROOT BALL.

150mm SCARIFIED SOIL

UNDISTURBED OR
COMPACTED SUBGRADE

SLOPE PIT BOTTOM FOR
DRAINAGE
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