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75mm FORCE MAIN PIPE

SEAL WITH APPROVED
CAULKING MATERIAL

75mm DIA. x C.J.
COUPLING

300 x 300 x 125mm SUMP

LIFTING HANDLE WITH
STAINLESS STEEL
BOLTS

75mm DIA. BRONZE GATE VALVE
WITH SOLID WEDGE AND INSIDE
SCREW

300 x 300 x 300mm SUMP

ALUMINUM LADDER
RUNGS

1500mm X 1500mm SQUARE
PRECAST CHAMBER

ANCHOR TO WALL
WITH 2 - 7mm DIA.
S.S. BOLTS IN 2 - UNIT
CINCH ANCHORS

WELD ON 150mm
SQUARE x 6mm
THICK ALUMINUM
BASE PLATE

ANCHOR TO WALL WITH 2 - 7mm
DIA. S.S. BOLTS IN 2 - UNIT
CINCH ANCHORS

50mm x 6mm x ALUMINUM PLATE
BOLTED WITH CLAMP AND
WELDED AT OTHER END

38mm P.E. CAP
38mm M.N.P.T. P.E. NIPPLE

75mm F.N. P.T. P.E. REDUCER

200mm MIN.
75mm DIA. M.N.P.T. P.E.
NIPPLE
75mm x 400mm M.N.P.T.
P.E. PIPE THREADED
BOTH ENDS

75mm x 90° GALVANIZED  ELBOW

75mm DIA. P.E.
FORCE MAIN
PIPE

HYDROSTATIC LINK STYLE
PENETRATION SEAL AND SLEEVE

100mm GRANULAR
BEDDING (MIN.)

50mm x 6mm x ALUMINUM PLATE
BOLTED WITH CLAMP AND
WELDED AT OTHER END

1200mm PRECAST CHAMBER
(FLAT TOP) OPSD 701.01 (D
FLAT CAP)

32mm x 62mm x 300mm
STEEL SUPPORT PLATE

600mm DIA. REMOVABLE
ENTRANCE COVER, MADE UP
OF 50mm THICK STYROFOAM
SM COVERED WITH 12mm
PLYWOOD TOP AND BOTTOM

60mm THICK HIGH DENSITY
POLYSTYRENE, Hl - 40 (TYP.)

FINISHED GRADE

NOTES
1. ALL METALLIC FITTINGS TO BE WRAPPED IN DENSO TAPE OR APPROVED EQUIVALENT.
2. ALL DIMENSIONS ARE IN MILLIMETERS UNLESS OTHERWISE SPECIFIED.
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ALUMINUM ACCESS HATCH
(914mm X 750mm) CAST IN PLACE.

ALUMINUM ACCESS
HATCH  (914mm X 750mm)
CAST IN PLACE.

PROVIDE INSULATION ND
WATERPROOFING AS PER
VALVE CHAMBER GENERAL
NOTES  9 AND 10.


