VENT CONNECTION 900mm BELOW
(MIN. 450mm BELOW
ADJUSTMENT UNITS) (750 MIN. DEPTH)

FINAL GRADE

1509 304 SS VENTILATION HOOK-UP
WITH WELDED JOINTS AND FLANGE AND
304 SS INSECT SCREEN

b

T 2

By $

w0 <
D>Ho &Z

-

2322 @06
ru -0 wik
:)Omﬂf OO
m Z L
o= En

w =
E(DZ> w k=
E-Wg =
QoI Xxiu
PEZO W>

A

"|WATER PROOFING

WATER PROOFING

FINISHED GRADE

1500mm MIN.

FINISHED GRADE

SO

15090 VENT PIPE ON 2.0%

c/w KOR-N-SEAL AND
BENDS AS REQUIRED ;

BREAK AWAY CONNECTION WITH
WELDED FLANGE OR PLATE WITH
4-LIGHT DUTY CONCRETE ANCHORS TO
ENSURE THAT THE PIPE WILL SHEER AT
THE CONCRETE INTERFACE
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CONCRETE SUPPORT

300mm

PIER 25MPa CONCRETE

(MIN. 1200mm DEPTH) 450mm

PROVIDE FROST STRAPS AND
EXTERIOR WATER PROOFING AS
PER TOTBM DESIGN STANDARDS.

MAINTENANCE HOLE VENTING DETAIL

PIPE END

304 SS FLANGED

NOVONENIIN

T T

304 SS PIPE

VENT PIPE CONNECTION DETAIL

b .
///1mMN

RUBBER GASKET AT 304 SS
AND PVC PIPE INTERFACE

4-LIGHT DUTY CONCRETE
ANCHORS AND BOLTS

CONCRETE
SUPPORT PEIR

Town Of The Blue Mountains Standard Drawings

MAINTENANCE HOLE VENTING
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