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NOTES
1. THE BACKFLOW PREVENTION VALVE ASSEMBLY SHALL BE REMOVED DURING WATERMAIN PRESSURE TESTS.
2. THE FINAL CONNECTION OF THE WATERMAIN SHALL  BE COMPLETED ONLY AFTER AUTHORIZATION BY THE  MUNICIPALITY.
3. THE WATERMAIN SHALL BE DRAINED BY CONTROLLED MEANS. SUFFICIENT TRENCH DEWATERING CAPACITY SHALL BE USED

WHEN THE EXISTING AND NEW WATERMAINS ARE DRAINED PRIOR TO THE FINAL CONNECTION TO ENSURE NO  BACKFLOW
INTO EITHER WATERMAIN.

4. THE WATERMAIN SHALL BE CUT BACK TO REMOVE THE TAPPING POINTS OF THE BACKFLOW PREVENTION VALVE ASSEMBLY.
5. ALL NEW PIPING AND APPURTENANCES PLACED IN THE CONNECTION SHALL BE THOROUGHLY DISINFECTED WITH 1%

SOLUTION OF SODIUM HYPOCHLORITE OR EQUIVALENT.
6. ON NON-METALLIC WATERMAINS, THE TRACING WIRE SHALL BE CONNECTED TO THE COUPLER ONLY IF THE COUPLER IS NOT

IN CONTACT WITH A METALLIC  WATERMAIN OTHERWISE TERMINATE TRACER WIRE WITH AN ANODE.
7. A PHYSICAL SEPARATION MUST BE MAINTAINED AT  ALL CONNECTION POINTS OF NEW WATERMAINS TO THE EXISTING

SYSTEMS UNTIL BACTERIOLOGICAL TESTS HAVE PASSED. A SAMPLING TAP MUST BE  PROVIDED AT THE END OF EACH
BRANCH OR STUB.

8. ONLY MUNICIPAL STAFF SHALL OPERATE MUNICIPALITY OWNED VALVES.
9. ALL WATERMAIN WORK MUST COMPLY WITHT HE LATEST VERSION OF THE TOWN COMMISSIONING PROTOCOL.
10. THIS DETAIL IS FOR SCHEMATIC INFORMATION ONLY.  THE ACTUAL CONFIGURATION USED MUST SATISFY THE INTENT OF

THIS DRAWING.

BACKFLOW PREVENTION VALVE ASSEMBLY

OUTDOOR WINTER INSTALLATION:  IF A BACKFLOW  PREVENTER IS
REQUIRED DURING POTENTIALLY FREEZING CONDITIONS, IT SHALL
BE INSTALLED IN A HEATED, INSULATED, AND SECURE ENCLOSURE.


