TRACER WIRE IS BE BE

INSTALLED OUT THE OUTSIDE

OF THE VALVE BOX AND FED
THROUGH A 13mm HOLE
DRILLED 150mm FROM
FINISHED GRADE. A 300mm
LOOP SHALL BE LEFT INSIDE
THE TOP OF THE VALVE BOX.

HYDRANT LEAD TO BE MECHANICALLY
' RESTRAINED FROM HYDRANT TO WATERMAIN

HYDRANT
100mm TO 150mm

WATERMAIN

GEOTEXTILE COVERINGS
AS SPECIFIED

19mm CLEAR STONE 900mm
WIDTH

MINIMUM COVER 1.70m

J 600mm
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CLEAR STONE

CONCRETE SUPPORT 150mm DIA PIPE

FIRE HYDRANT CONNECTION
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ALL HYDRANTS SHALL BE INSTALLED IN ACCORDANCE WITH OPSD 1105.010 AND PAINTED CHROME YELLOW.

ALL HYDRANTS SHALL HAVE A 100mm STORZ CONNECTION ALIGNED TO FACE THE STREET AND TWO 65mm HOSE NOZZLES (SIDE PORTS).
ALL HYDRANTS SHALL HAVE A LEAD OF MAXIMUM 10m LONG AND 150mm DIAMETER INSTALLED WITHOUT THE USE OF BENDS OR REDUCERS
AND FULLY RESTRAINED FROM HYDRANT TO THE MAIN.

ALL HYDRANT SHALL BE CONTROLLED INDEPENDENTLY WITH A GATE VALVE MATCHING THE LEAD DIAMETER INSTALLED A MINIMUM OF
0.9m AND MAXIMUM 1.1m FROM THE CENTER OF THE VALVE TO THE CENTER OF THE HYDRANT.

PROVIDE A REFLECTIVE FLEX STAKE MOUNTED ON THE HYDRANT MAY BE PERMISSIBLE IF ACCEPTED BY THE TOWN.

THE HYDRANT SHALL OPEN COUNTER CLOCKWISE.

THE HYDRANT SHALL BE PLACED PERPENDICULAR TO THE STREET AND THE WATER MAIN.

A HYDRANT SHALL BE PLACED AT EVERY STREET INTERSECTION, AND AT THE ENTRANCE AND THE END OF EVERY CUL DE SAC AND DEAD
END STREET, AS WELL AS AT ALL HIGH AND LOW POINTS.

HYDRANTS SHALL BE SPACED AT A MAXIMUM DISTANCE OF 100m IN RESIDENTIAL AREAS AND 90m IN COMMERCIAL AREAS.

A 5.5KG ZINC ANODE SHALL BE PROVIDED AT THE HYDRANT BASE.

THE HYDRANT SHALL BE PLACED AT SAME SIDE OF THE ROAD AS THE WATER MAIN (SHORT SIDE) OR ON THE SAME SIDE OF THE ROAD AS
THE EXISTING AND FUTURE WATERMAINS ALONG THE ROAD.

HYDRANTS SHALL BE PROVIDED A MINIMUM OF 3m HORIZONTAL CLEARANCE FROM ABOVE GROUND OBSTRUCTIONS (POLES,
STREETLIGHTS, TRANSFORMERS, PEDESTALS, ETC). NO OBSTRUCTION WILL BE PERMITTED IN FRONT OF A HYDRANT THAT WILL LIMIT
ACCESS FROM THE ROADWAY.

THE HYDRANT SHALL BE PLACED WITH A MINIMUM OF 1.5m HORIZONTAL CLEARANCE FROM THE EDGE OF ANY DRIVEWAY AND 500mm FROM
ALL SIDEWALK OR PATHWAYS AND 1.7m FROM THE EDGE OF PAVEMENT.

WHERE HYDRANTS ARE INSTALLED IN RURAL CROSS-SECTIONS, ADJACENT DITCHES OR WHERE ACCESS IS RESTRICTED, AN ACCESS PATH
SHALL BE PROVIDED IN ACCORDANCE WITH OPSD 217.050. THE ACCESS PATH SHALL CONSIST OF MINIMUM 300mm GRANULAR B AND
150mm GRANULAR A. WHERE A CULVERT IS REQUIRED, IT SHALL BE A MINIMUM OF 500mm IN DIAMETER OR SIZED LARGER AS NECESSARY
TO CONVEY THE REQUIRED FLOWS.

THIS DETAIL IS FOR SCHEMATIC INFORMATION ONLY. THE ACTUAL CONFIGURATION USED MUST SATISFY THE INTENT OF THIS DRAWING.
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