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Town Of The Blue Mountains Standard Drawings

JAN  2023

PRESSURE GAUGE. ISOLATION
BALL VALVE AND THREADED CAP
TOP AND BOTTOM.

PVC WATERMAIN (TYP).

PRESSURE REDUCING VALVE.

450x450x300mm DEEP SUMP c/w
S.S. FRAME AND GRATE.

ALUMINUM ACCESS LADDER TO
OPSD 406.010. REINFORCED PRECAST

CONCRETE CHAMBER.

CLASS 150 FLANGE (TYP).

BOOT FLEXIBLE
WATERTIGHT SEAL

COUPLING.

900mmX900mm ACCESS
ABOVE.

GATE VALVE (NORMALLY
OPEN) (TYP).

NEW TEE(SIZED TO SUIT 200mmØ
TO 300mmØ  MAIN LINE c/w
150mmØ REDUCER BRANCH)

NEW GATE VALVE
(NORMALLY CLOSED).

NOTES
1. PROVIDE HIGH AND LOW FLOW PRESSURE REDUCING VALVES AND AN ANTI-STAGNATION VALVE AS APPROPRIATE TO

ELIMINATE DEAD ENDS ASSOCIATED WITH PRESSURE ZONE BOUNDARIES.
2. PROVIDE BY-PASS/ ISOLATION VALVING AS APPROPRIATE TO ALLOW FOR SYSTEM MAINTENANCE WITHOUT OUTAGES FOR

RESIDENCES IN PROXIMITY TO THE CHAMBER.
3. PROVIDE SCADA CONNECTIONS TO MONITOR UPSTREAM AND DOWNSTREAM PRESSURE AND FLOWS.
4. PROVIDE A WATER METER AS REQUIRED BY TOWN.
5. PRESSURE GAUGE AND PRESSURE INDICATOR TRANSMITTER ON EACH SIDE OF PRV WITH ADDITIONAL GAUGE LOCATED AT

ACCESS HATCH.
6. THE PRESSURE REDUCING VALVE (PRV) CHAMBER SHALL COMPLY WITH ALL THE PERMISSIBLE PRESSURE RANGES FOR

VARYING DEMAND EVENTS AS PER THE TOWN OF BLUE MOUNTAIN ENGINEERING STANDARDS.
7. THIS DETAIL IS FOR SCHEMATIC INFORMATION ONLY. THE ACTUAL CONFIGURATION USED MUST SATISFY THE INTENT OF

THIS DRAWING.

PROVIDE FROST STRAPS
AND WATER PROOFING.
(SEE GENERAL NOTES 9
AND 10)

50mm RIGID INSULATION ALL
SIDES.


