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MINIMUM ACCESS
HATCH (914mm X 750mm)
CAST IN PLACE

CONCRETE ACCESS RISER.

CLASS 150 FLANGE
(TYP).

ENGINEERED ADJUSTABLE S.S.
VALVE SUPPORT ALL 304 S.S.

150mmØ S.S. VENT PIPE

VALVE BOX AND EXTENSION
STEM c/w S.S. ANCHOR PLATE
BOLTED WITH GASKET TO
CHAMBER TOP.

150mmØ GATE VALVE
(NON-RISING STEM) (TYP).

APPROVED COUPLER.

50mmØ S.S. ISOLATION BALL
VALVE AND THREADED CAP
TOP AND BOTTOM.

0.60m

MINIMUM ACCESS
HATCH (914mm X 750mm)
CAST IN PLACE

ALUMINUM ACCESS LADDER PER
OPSD 406.010.

VALVE BOX AND EXTENSION
STEM c/w S.S. ANCHOR PLATE
BOLTED WITH GASKET TO
CHAMBER TOP.
WATERPROOFING
MEMBRANE TO BE INSTALLED
OVER THE ANCHOR PLATE TO
PREVENT INFILTRATION
(TYP).

150mmØ GATE VALVE
(NON-RISING STEM) (TYP).

PROVIDE 300mm THICK BASE
EXTENDING MIN. 300mm ON
ALL SIDES OF STRUCTURE
FOR FLOATATION
PROTECTION.

150mm THICK GRANULAR A PAD
EXTENDING MIN. 200mm ON ALL
SIDES OF EXTENDED BASE.
COMPACT GRANULAR A TO 100%
SPMDD.

PRESSURE REDUCING
VALVE c/w ANTI-STAGNATION
VALVE.

ENGINEERED ADJUSTABLE
S.S. VALVE SUPPORT ALL
304 S.S.

PROVIDE FROST STRAPS
AND WATER PROOFING. (SEE
GENERAL NOTES 9 AND 10)

PROVIDE FROST STRAPS
AND WATER PROOFING. (SEE
GENERAL NOTES 9 AND 10)

50mm THICK RIGID
INSULATION TO MIN. 1.7m.

50mm THICK RIGID
INSULATION TO MIN. 1.7m.


