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20.00m

STREET LIGHT

6.50m

7.00m

6.50m
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HYDRANT ACCESS ‘ —

TO BE PROVIDED AS:
PER OPSD 217.050. ‘

0.50m

1.50m

3.50m

3.50m

1.50m

0.50m

PROVIDE 100mm

PER OPSS 710

WIDE FOG LINE AS

(TYP. BOTH SIDES)

0.5m ROUNDING
(TYP. BOTH SIDES)
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‘ COORDINATE THIRD PARTY JOINT U/G ELEC / COMMS. DUCT
‘ UTILITIES TO MAINTAIN CORRIDOR (TYP. BOTH SIDES)
SEPARATION FROM GAS AND
MUNICIPAL INFRASTRUCTURE. MIN 2.50m
SAN
NOTES:
1. MINIMUM PAVEMENT STRUCTURE TO BE:
ASPHALT GRANULAR
CLASSIFICATION SURFACE BASE GRANULAR A GRANULAR B
LOCAL RESIDENTIAL AND MINOR COLLECTOR 50mm HL3 50mm HL4 OR HL8 150mm 450mm

2.  WATER SERVICES TO BE DIPPED TO MAINTAIN 1.70m COVER UNDER DITCHES.

3. TOBE READ IN CONJUNCTION WITH TOTBM STD DWG 4.8.4.A.

4. INSULATE HYDRANT LEAD UNDER DITCH WHERE COVER IS LESS THAN 1.7m.
DIP HYDRANT LEAD AND INSULATE IF MINIMUM 1.2m COVER UNDER DITCH
CANNOT BE ACHIEVED.




