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2X6 PT DECKING

PREFIN. ALUMINUM GUARD

(WHERE REQ'D)

MIN. 42" HT. RE SPECS.

CLEAR SPACING BETWEEN PICKETS 

TO BE 4" MAX.

NO MEMBER BETWEEN 4"

& 2'-11" ABOVE SLAB SHALL 

FACILITATE CLIMBING

P.T.3 X 2X12 WD STAIR STRINGERS 

1X6 DECKBOARD TREADS

TO SIT ON CONCRETE PAD OR STONE.

WOOD IS NOT TO BE IN CONTACT WITH 

THE GROUND (TYP)
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NOTE (STAIRS):

- MAXIMUM RISE 7 7/8"

- MINIMUM RUN 10"
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P.T. 2X8 LEDGER BOARD (TYP)

LEDGER BOARD TO BE ATTACHED

TO HOUSE W/ MIN. 1/2"

CONNECTORS @ 32" O.C.

(1/2" LAG SCREWS INTO SOLID BLOCKING)

DO NOT ATTACH TO SIDING

NOTE: PROVIDE GALVANIZED JOIST 

HANGERS (TYP)
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P.T. SPF 6X6 POST FASTENED

TO 12" Ø CONC. SONOTUBE BELL OUT 

BOTTOM TO 18" Ø @ FROST LINE

W/ GALVINIZED POST SADDLE 

EMBEDDED INTO CONC. MIN. 4"(X8)

MIN. 4'-0" BELOW GRADE

NOTE:

CONCRETE PIER DESIGNS ARE BASED ON SOIL WITH MIN. 150 KPa 

BEARING CAPACITY, ENGINEER SHOULD BE NOTIFIED IF SOIL REPORT

INDICATES LESS SOIL BEARING CAPACITY

NOTE:

WOOD FRAMING MEMBERS THAT ARE NOT PRESSURE TREATED WITH 

A WOOD PRESERVATIVE AND WHICH ARE SUPPORTED ON CONCRETE 

IN CONTACT WITH THE GROUND SHALL BE SEPARATED FROM THE 

CONCRETE BY AT LEAST 6mil. POLY FILM, No.50(45lb) ROLL 

ROOFING OR EQUIVALENT DAMPPROOFING MATERIAL, EXCEPT THAT 

SUCH DAMPPROOFING IS NOT REQUIRED WHERE WOOD MEMBER IS 

AT LEAST 6" ABOVE THE GROUND.

STAIR STRINGERS TO SIT ON CONCRETE

PAD OR STONE.

WOOD IS NOT TO BE IN

CONTACT WITH GROUND (TYP)
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OUTLINE OF COVERED DECK ABOVE
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DROPPED PT 3-2X10 No.2 SPF

4 1/2" 11' - 3" 4 1/2"
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P.T. 2X8 LEDGER BOARD (TYP)
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The undersigned has reviewed and takes responsibility for this design, has 
the qualifications, and meets the requirements set out in the Ontario Building 
Code to be a designer.

                          QUALIFICATION INFORMATION
required unless design is exempt under Division 3.2.5.1 of the 2012 Ontario Building Code

Berit Bech                                                                                              
46520
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                           REGISTRATION INFORMATION
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Berit Bech                                                                                                 109327
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1. All work to comply with the Ontario 
Building Code and all other applicable 
requirements, latest editions by the 
authorities having jurisdiction over this 
project.

2. Discrepancies or errors in the 
drawings or specifications are to be 
reported immediately to the designer.

3. Do not scale drawings

NOTE: CONTRACTOR WILL CHECK AND VERIFY ALL DIMENSIONS AND CHECK ALL CONDITIONS ON THE 
JOB SITE BEFORE PROCEEDING WITH ANY WORK. 3/8" = 1'-0"
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3/8" = 1'-0"A1

1 DECK FLOOR PLAN

3/8" = 1'-0"A1

2 DECK FDN PLAN

REVISION SCHEDULE

No. DESCRIPTION DATE BY

1 ISSUED FOR BUILDING PERMIT APPLICATION FEBRUARY/22 B.B.
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Sample Deck Construction Drawings
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